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SIDEWALK 5"

PROPOSED POLYMERIZED BITUMINOUS CONCRETE

EXISTING COMBINATION
CONCRETE C & G, TYPE 5

SURFACE COURSE, SUPERPAVE, MIX D, N105 2" %% EXISTING LONGITUDINAL JOINT

PROPQOSED POLYMERIZED LEVELING BINDER (MACHINE
METHOD), SUPERPAVE NSO '/, MIN & VAR *¥

EXISTING JOINTED PCC PAVEMENT 9"

EXISTING GRANULAR SUB-BASE 4”

PROPOSED STRIP REFLECTIVE CRACK CONTROL

EXISTING CONSTRUCTION JOINT

r CXISTING PAVEMENT HAS A CIRCULAR CROWNL. THIS TO BE USED: : APPROXIMATE LEVELING BINDER THICKNESS
IS TO BE CORRECTED WITH THE LEVELING BINDER. STA 5+49.00 TO STA 6+90.00
THE PROPOSED CROSS SLOPE CHANGES AT THE EDGE OFFSET FROM ¢ |BINDER THICKNESS
OF THE CENTER LANE FROM 1.5% TO 3.0%.
0 FT 2
%% THE MINIMUM THICKNESS FOR THE LEVELING BINDER 7FT L
SHALL BE I/2 . . 15 FT I/ "
THE MAXIMUM THICKNESS OF THE SURFACE COURSE 2
AT THE GUTTER FLOW LINE SHALL BE 1/, 20 FT Ya

*%% MATCH EXISTING SLOPE FOR THIS LANE.

THE NOMINAL THICKNESS OF THE LEVELING BINDER
IN THIS LANE SHALL BE ¥, .
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